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3.5T Capacity 2 Post Lift

AS-235SB

24V Controls
Our lifts are fitted 
with a low voltage 
control system

Automatic Arm Locks
Our automatic arm locks are fully approved, 
tested and safe. They automatically 
disengage when the lift is lowered

110mm-
210mm

800mm-1200mm

Telescopic Arms
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Dimensions in mm 
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2. Structure and working 

principles

2.1 Structure schematic diagram 
AS-235SB the Floor-plate two-post lift structure is shown 

below (Fig.1, Fig.2):
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Fig. 2

2.2 Main structure and principle      
of the equipment 

Lifting mechanism: Each of the two columns has 
one   hydraulic cylinder respectively. When the 
power unit works, the hydraulic oil gets into the 
lower chamber of the cylinder, forcing the piston 
rod moves upward. At this time, the carriage 
moves upward through the chain. 
Supporting mechanism: When the vehicle enters 
into the working area, adjust the position of two-
stage telescopic swing arms to make the lifting 
pad near the correct lifting point of the vehicle, 
and then adjust the screw height below the pad 
to adapt to different heights of vehicle chassis. 
Balancing mechanism: To keep the balance 
during the lifting and lowering process, the lift 
uses two steel cables to interconnect two 

carriages, forcing the carriages to rise and 
descend synchronously. If the carriages and 
swing arms are not on the same level, adjust the 
screw at the end of the steel cable, making the 
swing arms at the same level (equal position 
from the floor). At this time, the steel cables 
must be adjusted tightly with equal tension, 
otherwise the equalization can’t be ensured. 
Manual safety locking system: the safety locking 
plates are installed on the two carriages and the 
toothed bar plate is welded on the internal wall 
of the column. During the lifting of the carriage, 
the safety locking plate goes up against on the 
toothed bar plate by the tension of spring. When 
the carriage stops, the safety locking plate 
opens and then is engaged in the toothed bar 
slot to ensure the carriage will not go down; 
when the lowering operation is required, just 
raise the carriage upward a little to loosen the 
safety locking plate from the toothed bar slot, 

3.5T Capacity 2 Post Lift

AS-235SB


